

   
       
            	
                    
                
	
                    
                
	
                    
                
	
                    
                


            

        

        
   

   
   
       YUKEN A16-L-R-04-B-S-K-32             

   


    
            


   
   
       	Min.Order Quantity	1 pcs
	Price	Negotiable


   


    
        Product Details


        
                        	C90(2) - Dynamic Radial Rating (Two-Row, 90 million revolutions)2	7920 lbf
	C0 - Static Radial Rating	20500 lbf
	C1 - Dynamic Radial Rating (Two-Row, 1 million revolutions)1	30500 lbf
	Ca90 - Dynamic Thrust Rating (90 million revolutions)7	4370 lbf
	da - Cone Frontface Backing Diameter	1.85 in
	Ab - Cage-Cone Frontface Clearance	0.09 in
	Cg - Geometry Factor	0.0839
	Cone Part Number	27880
	G1 - Heat Generation Factor (Roller-Raceway)	24.6
	C1 - Dynamic Radial Rating (1 million revolutions)6	17500 lbf


                    

        View more
    


   
   
       Company Profile


       Bearing-Online Co.,Ltd.

       	Worktime	9:00-18:00
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        Recommended Products


        	YUKEN AR22-FRG-BK
	YUKEN A16-L-R-04-B-S-K-32             
	YUKEN A220-F-R-01-C-S-K-32           
	YUKEN A70-F-L-04-B-S-K-32             
	YUKEN A37-F-L-04-H-S-K-32
	YUKEN A22-L-L-04-C-S-K-32


    
    




    
        All Products
		Contact Now
    





            
            
                

            

        
    
    
 





Chat with us, powered by LiveChat


