

    
    Product Details


  
   
       
           Bearing 381KDH6901+K

       

       
       	Min.Order Quantity	1 pcs
	Price	Negotiable


   

   
    
        Product Features


        
            	Seals	VV (Non-Contact Rubb
	Thickness, Height Indication	T Selection, h Confi
	Bearing Used	Deep Groove Ball Bea
	Holder Surface Treatment	Black Oxide Coating
	Type	Bearings with Housin
	Width T(mm)	40 ～ 50
	Bearing I.D. d(mm)	20
	Bearing Used	Deep Groove Ball Bea
	Bearing Material	[Steel] Steel
	Housing Material	1045 Carbon Steel


Bearing 381KDH6901+K Specifications


	Bearing 305KDH5004

                    RoHS:6; Bearing Inner Dia. Shape:Tapered hole adapter; Bearing Unit, Type:Square flange shape; Stroke:No; d:70; Surface Treatment:No; Seal:Silicone; Rolling Element Material:Bearing Steel; Stroke:No; Unit Body Material:Cast Iron; 

                    Read More ...
                    

                  
	Bearing 300KDH5202

                    RoHS:6; Bearing Retained:Yes (with retaining; Seals:VV (Non-Contact Rubb; Days to Ship:7 Days; Bearing Part Number:6204; Width T(mm):45; Volume Discount:Available; Bearing I.D. d(mm):20; Flange O.D. H(φ):81; Shape:Flange Type; 

                    Read More ...
                    

                  
	Bearing 140KDH2701+K

                    Shape:Flange Type; Bearing Material:[Steel] Steel; Seals:ZZ (Double Shield); Number of Bearings:Double; Flange Shape:Round Type; Bearing Retained:No; Type:Bearings with Housin; Housing Material:1045 Carbon Steel; Flange O.D. H(φ):52; Bearing Retained:No; 

                    Read More ...
                    

                  
	Bearing 635KDH9401

                    Shape:Flanged Pilot Type; Flange Shape:Square Type; Type:Bearings with Housin; Housing Material:[Aluminum Alloy] 201; Bearing I.D. d(mm):15; Bearing Material:[Steel] Steel; RoHS:6; Number of Bearings:Double; Days to Ship:7 Days; Bearing Used:Deep Groove Ball Bea; 

                    Read More ...
                    

                  
	Bearing 305KDH5001

                    R - Cone Backface To Clear Radius1:0.760 mm; Da - Cup Frontface Backing Diameter:87.88 mm; e - ISO Factor8:0.28; a - Effective Center Location3:-9.1 mm; C - Cup Width:22.225 mm; Aa - Cage-Cone Backface Clearance:1 mm; Ab - Cage-Cone Frontface Clearance:1.3 mm; Cup Part Number:432; Y - ISO Factor9:2.11; Ca90 - Dynamic Thrust Rating (90 million revolutions)6:3600 lbf; 

                    Read More ...
                    

                  
	Bearing 150KDH3201A+K

                    Dimension M:3.5 in; Shaft Size:2-11/16 in; Dimension J:12.6 in; Pillow/Plummer Block Style:Split Cylindrical Ho; Weight:67 lb; Note:This product line wa; Maximum Speed:3080 rpm; Ca - Axial Load Rating:2383 lbf; Housing Width:5.4 in; Bearing Number:MSE211BR; 

                    Read More ...
                    

                  
	Bearing 635KDH9402

                    Shape:Flange Type; Bearing Retained:Yes (with retaining; Number of Bearings:Double; Housing Material:[Aluminum Alloy] 201; Width T(mm):30; Holder Surface Treatment:Clear Anodize; Volume Discount:Available; Type:Bearings with Housin; Type:Bearings with Housin; Shape:Flange Type; 

                    Read More ...
                    

                  
	Bearing 305KDH5003A

                    RoHS:6; Bearing Inner Dia. Shape:Tapered hole adapter; Bearing Unit, Type:Square flange shape; Stroke:No; d:70; Surface Treatment:No; Seal:Silicone; Rolling Element Material:Bearing Steel; Stroke:No; Unit Body Material:Cast Iron; 

                    Read More ...
                    

                  
	Bearing 550TFD7601

                    Surface Treatment:No; Basic Load Rating, Static Rating(N):24000; Fit:J7; d:40; Stroke:No; Surface Treatment:No; Unit, Type:Insert Bearing Unit; Bearing Inner Dia. Shape:Cylindrical Bore Set; Bearing Unit, Type:Take-Up Type; Basic Load Rating, Dynamic Rating(N):40700; 

                    Read More ...
                    

                  
	Bearing 400KDH6505

                    Seals:VV (Non-Contact Rubb; Thickness, Height Indication:T Selection, h Confi; Bearing Used:Deep Groove Ball Bea; Holder Surface Treatment:Black Oxide Coating; Type:Bearings with Housin; Width T(mm):40 ～ 50; Bearing I.D. d(mm):20; Bearing Used:Deep Groove Ball Bea; Bearing Material:[Steel] Steel; Housing Material:1045 Carbon Steel; 

                    Read More ...
                    

                  
	Bearing 210KDH3501B+K

                    Seals:VV (Non-Contact Rubb; Thickness, Height Indication:T Selection, h Confi; Bearing Used:Deep Groove Ball Bea; Holder Surface Treatment:Black Oxide Coating; Type:Bearings with Housin; Width T(mm):40 ～ 50; Bearing I.D. d(mm):20; Bearing Used:Deep Groove Ball Bea; Bearing Material:[Steel] Steel; Housing Material:1045 Carbon Steel; 

                    Read More ...
                    

                  
	Bearing 420TFD6201

                    R - Cone Backface To Clear Radius1:0.760 mm; Da - Cup Frontface Backing Diameter:87.88 mm; e - ISO Factor8:0.28; a - Effective Center Location3:-9.1 mm; C - Cup Width:22.225 mm; Aa - Cage-Cone Backface Clearance:1 mm; Ab - Cage-Cone Frontface Clearance:1.3 mm; Cup Part Number:432; Y - ISO Factor9:2.11; Ca90 - Dynamic Thrust Rating (90 million revolutions)6:3600 lbf; 

                    Read More ...
                    

                  
	Bearing 670TFD9001

                    R - Cone Backface To Clear Radius1:0.760 mm; Da - Cup Frontface Backing Diameter:87.88 mm; e - ISO Factor8:0.28; a - Effective Center Location3:-9.1 mm; C - Cup Width:22.225 mm; Aa - Cage-Cone Backface Clearance:1 mm; Ab - Cage-Cone Frontface Clearance:1.3 mm; Cup Part Number:432; Y - ISO Factor9:2.11; Ca90 - Dynamic Thrust Rating (90 million revolutions)6:3600 lbf; 

                    Read More ...
                    

                  
	Bearing 150KDH3201A+K

                    Surface Treatment:No; Basic Load Rating, Static Rating(N):24000; Fit:J7; d:40; Stroke:No; Surface Treatment:No; Unit, Type:Insert Bearing Unit; Bearing Inner Dia. Shape:Cylindrical Bore Set; Bearing Unit, Type:Take-Up Type; Basic Load Rating, Dynamic Rating(N):40700; 

                    Read More ...
                    

                  


        

        
Bearing 381KDH6901+K Cad Models
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